CONSTRUCTION TRAFFIC CONTROL GENERAL NOTES

1. PROJECT IS SUBJECT TO THE REQUIREMENTS OF COUNTY ORDINANCE NO. 82.6
AND COUNTY ORDINANCE NO. 66—116. THE CONTRACTOR IS RESPONSIBLE FOR
ACQUIRING ALL PERMITS NECESSARY. CONTRACTOR SHALL CALL 848-1504 FOR
MORE INFORMATION.

2. THE CONTRACTOR SHALL SUBMIT A TRAFFIC CONTROL PLAN TO BERNALILLO
COUNTY TRAFFIC ENGINEERING AT LEAST 3 BUSINESS DAYS PRIOR TO
COMMENCEMENT OF WORK. TRAFFIC CONTROL PLANS SHALL BE PREPARED IN
ACCORDANCE WITH THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES (MUTCD),
LATEST EDITION AND BY CERTIFIED PERSONNEL AND MUST BE APPROVED PRIOR TO
COMMENCEMENT OF WORK ON THE PROJECT. CALL 848—1504 FOR FURTHER
INFORMATION.

5. A DAILY TRAFFIC CONTROL DIARY SHALL BE MAINTAINED BY THE CONTRACTOR
REFLECTING THE TYPES AND LOCATIONS OF ALL TRAFFIC CONTROL DEVICES, SIGNS,
BARRICADES, ETC. BEING USED ON THE PROJECT IN COMPLIANCE WITH THE
APPROVED TRAFFIC CONTROL PLAN. THIS DIARY SHALL BE SUBMITTED TO
BERNALILLO COUNTY TRAFFIC ENGINEERING UPON COMPLETION OF THE PROJECT
CONSTRUCTION OR WHEN SO REQUESTED BY THE PROJECT MANAGER OR BERNALILLO
COUNTY TRAFFIC ENGINEERING.

4. CONTRACTOR SHALL PROVIDE A WEEKLY CONSTRUCTION ACTIVITY SCHEDULE TO
BERNALILLO COUNTY PUBLIC WORKS DIVISION ATTN: PROJECT MANAGER

5. THE CONTRACTOR SHALL FILE A WEEKLY WRITTEN REPORT TO TRAFFIC
ENGINEERING DESCRIBING THE TRAFFIC CONTROL PLAN THAT WILL BE IN EFFECT FOR
THE FOLLOWING WEEK.

6. SUBJECT TO THE APPROVED TRAFFIC CONTROL PLAN, AT LEAST ONE LANE
SHALL BE OPEN TO TRAFFIC AT ALL TIMES. CONTRACTOR SHALL PROVIDE PROPER
SIGNAGE AND FLAGMAN AND SHALL MAINTAIN THE TRAFFIC LANE IN SUCH A
MANNER AS TO ASSURE PROPER SAFETY TO THE TRAVELING PUBLIC AT ALL TIMES.
IN CASES WHEN GRADING, EXCAVATION AND BACKFILL OPERATIONS ARE BEING
CONDUCTED IMMEDIATELY IN FRONT OF THE PROPERTY, ACCESS WILL NOT BE DENIED
FOR MORE THAN 4 HOURS WITHOUT APPROVAL BY THE COUNTY.

/7. TRAFFIC LANES PROVIDED DURING CONSTRUCTION SHALL BE MAINTAINED, IN
SUCH A CONDITION UNDER ALL WEATHER CONDITIONS, SO AS TO PERMIT THE
REASONABLE PASSAGE OF MOTOR VEHICLES, AND SHALL BE KEFPT GRADED AND
SMOOTH, AND WATERED SEVERAL TIMES DAILY TO CONTROL DUST.

8. TYPICAL TRAFFIC CONTROL PLANS DO NOT REFLECT THE EXISTING
TOPOGRAPHY SUCH AS DRIVEWAYS, LANE WIDTHS, AND BUSINESS /RESIDENTIAL
ACCESSES. EVERY LOCATION THAT REQUIRES CONSTRUCTION TRAFFIC
CONTROL SHALL HAVE A DETAILED TRAFFIC CONTROL PLAN SHOWING ALL
EXISTING TOPOGRAPHY.

9. CONSTRUCTION SHALL NOT BEGIN UNLESS A TRAFFIC CONTROL PLAN HAS
BEEN APPROVED AND VERIFIED BY BERNALILLO COUNTY TRAFFIC
ENGINEERING.

10.  ALL CONSTRUCTION TRAFFIC CONTROL DEVICES SHALL COMPLY WITH THE
MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES (MUTCD), LATEST EDITION.
IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO INSTALL, SERVICE AND
MAINTAIN ALL TRAFFIC CONTROL DEVICES. TRAFFIC CONTROL DEVICES SHALL
NOT BE REMOVED OR ALTERED IN ANY WAY WITHOUT THE APPROVAL OF
BERNALILLO COUNTY TRAFFIC ENGINEERING, PER THE LATEST EDITION OF THE
MUTCD.

1. THE CONSTRUCTION TRAFFIC CONTROL INITIAL SET-UP FOR EACH PHASE
SHALL BE BY AN AMERICAN TRAFFIC SAFETY SERVICES ASSOCIATION (ATSSA)
CERTIFIED WORKSITE TRAFFIC SUPERVISOR. THE MAINTENANCE AND SERVICING
SHALL ALSO BE DONE BY AN ATSSA CERTIFIED WORKSITE TRAFFIC SUPERVISOR OR
EQUIVALENT.

12. CONTRACTOR IS RESPONSIBLE TO MAINTAIN AND SERVICE ALL TRAFFIC
CONTROL DEVICES 24 HOURS A DAY, 7 DAYS A WEEK THROUGHOUT LENGTH OF
PROJECT. CONTRACTOR IS RESPONSIBLE THAT ALL TRAFFIC CONTROL DEVICES
COMPLY WITH THE MUTCD, LATEST EDITION.

13. ALL ADVANCE WARNING SIGNS SHALL BE DOUBLE INDICATED WHENEVER
THERE ARE MULTI—LANE TRAFFIC IN ANY ONE GIVEN DIRECTION AND THERE
IS SUFFICIENT MEDIAN SPACE.

14.  ALL CHANNELIZATION DEVICES IN ALL TAPERS AND TANGENTS SHALL
BE PLACED APART, A DISTANCE MEASURED IN FEET, EQUAL TO THAT OF
THE POSTED SPEED LIMIT. NO EXCEPTIONS UNLESS APPROVED BY
BERNALILLO COUNTY TRAFFIC ENGINEERING PER THE LATEST EDITION OF
THE MUTCD.

15. EQUIPMENT OR MATERIALS SHALL NOT BE STORED WITHIN 15 FEET OF
A TRAVELED TRAFFIC LANE DURING NON—WORKING HOURS WITHOUT THE
APPROVAL OF BERNALILLO COUNTY TRAFFIC ENGINEERING.

16. CONTRACTOR SHALL PROVIDE AND MAINTAIN SAFE AND ADEQUATE
PEDESTRIAN AND BICYCLE ROUTES ARQUND THE CONSTRUCTION AREA.

19. CONTRACTOR SHALL PROVIDE ACCESS SIGNS FOR BUSINESSES LOCATED
WITHIN THE CONSTRUCTION AREA UNDER THE SUPERVISION OF BERNALILLO
COUNTY TRAFFIC ENGINEERING. EACH ACCESS SIGN SHALL HAVE 5 INCH,
WHITE LETTERING ON BLUE BACKGROUND. SHOPPING CENTERS AND MALLS
SHALL BE LISTED AS SUCH.

20. 48 HOURS PRIOR TO OCCUPYING OR CLOSING OF A RIGHT—OF—WAY,
CONTRACTOR SHALL NOTIFY: POLICE, FIRE DEPARTMENT, SCHOOLS,
HOSPITALS, TRANSIT AUTHORITY, BUSINESSES AND/OR RESIDENTS THAT
WILL BE AFFECTED BY THE CONSTRUCTION.

21.  ANY FIELD ADJUSTMENTS SHALL BE APPROVED BY BERNALILLO
COUNTY TRAFFIC ENGINEERING OR BERNALILLO COUNTY PROJECT
MANAGER.

22. EXCAVATIONS SHALL BE PLATED, TEMPORARILY PATCHED OR RESURFACED
PRIOR TO OPENING OF TRAFFIC. A MINIMUM OF 11 FEET, SHALL BE PROVIDED
FOR TRAFFIC IN ANY GIVEN DIRECTION. CONTRACTOR IS RESPONSIBLE FOR
ANY WORK INVOLVED IN SATISFYING THESE REQUIREMENTS.
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17. CONTRACTOR IS RESPONSIBLE FOR OBLITERATION OF ANY *ALL STREET NAME SIGN LETTERS SHALL COMPLY WITH THE MOST CURRENT
CONFLICTING STRIPING AND RESPONSIBLE FOR ALL TEMPORARY STRIFPING. EDITION OF THE MUTCD AND SHALL BE COMPOSED OF A COMBINATION OF
LOWER—CASE LETTERS WITH INITIAL UPPER—CASE LETTERS. FOR SPEEDS OF 25 MPH

18. CONTRACTOR SHALL MAINTAIN ACCESS TO ALL FACILITIES,

BUSINESSES AND/OR RESIDENTS AND COORDINATE WITH ALL INVOLVED AS
NEEDED.

AND BELOW THE INITIAL UPPER—CASE LETTER SHALL BE 4" IN HEIGHT AND LOWER—CASE
LETTERS AT LEAST 3" IN HEIGHT. FOR SPEEDS BETWEEN 25 MPH AND 40 MPH THE INITIAL

UPPER—CASE LETTER SHALL BE 6" IN HEIGHT AND LOWER—CASE LETTERS AT LEAST 4.5"

INCHES IN HEIGHT. FOR SPEEDS GREATER THAN 40 MPH THE INITIAL UPPER—-CASE LETTER
SHALL BE 8" IN HEIGHT AND LOWER—-CASE LETTERS AT LEAST 6" IN HEIGHT.

**SEE MUTCD FOR MINIMUM MOUNTING HEIGHT IN RURAL AREAS
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