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MIN. PIPE SIZE project and site named herein, and cannot
1. THESE DRAWINGS REFLECT INFORMATION ON EXISTING BUILDING SERVICES GATHERED BY SITE INSPECTIONS. DISCUSSIONS WITH 15010 1. ALL WORK TO BE DONE AND MATERIALS FURNISHED COMPLYING WITH APPLICABLE LAWS AND REGULATIONS, INCLUDING THE CITY OF ALBUQUERQUE ALL MATERIALS USED SHALL BE SYMBOL FIXTURE DESCRIPTION be reproduced in any manner without the
MAINTENANCE PERSONAL, PREVIOUS CONSTRUCTION DOCUMENTS AND INFORMATION PROVIDED BY OTHERS WHO HAVE NEW AND UNDAMAGED. W v cw | W ! express written permission from the Professional
REPORTED THE ASZBUILT CONDITIONS. THE EXACT LOCATION, ARRANGEMENT, AND SIZE OF PIPELINES, DUCTWORK, AND BASC PLUMEING é ﬁbEN\WSOHRKSHPOESFSEXVS\%GSSHATLOL ABREC‘HN/EANCGC\&REDRANF%ER Q;SR%UVF;EES;\OCRONT%TEUL%\%NG ‘QELU\%EI S%EQQR%E@WE WS%ROKPMéEiHW‘\iGS OF ALL MANUFACTURED EQUIPMENT AND MATERIALS HANDICAP "SLOAN" MODEL ST-2029-A UNIVERSAL WATER CLOSET ADA
EQUIPMENT MAY BE DIFFERENT FROM THAT SHOWN ON THESE DRAWINGS. ALL BIDDERS AND THOSE RELYING ON THESE REQUIREMENTS ’ EXCEPT PIPE, PIPE FITTINGS AND GALVANIZED DUCTWORK. ’ WATER 4 > 1-1/2" - INT APPROVED, “SLOAN” MODEL 8111 ELEGTRONIC DUAL FLUSH VALVE ISSUE/REVISION RECORD
RECORD DOCUMENTS ARE TO OBTAIN INDEPENDENT VERIFICATION OF ITS ACCURACY BEFORE APPLYING IT FOR ANY PURPOSE 4, FURNISH ACCESS DOORS (RATED OR NON—RATED AS REQUIRED) WHERE VALVES OR EQUIPMENT ARE CONCEALED BEHIND A NON—ACCESSIBLE CEILING OR WALL. FURNISH ACCESS CLOSET (1.1/1.6 GPF) ADA COMPLIANT, "OLSONITE" MODEL 10CT OPEN FRONT DATE DESCRIPTION
AND CAUTIONED TO INVESTIGATE EXISTING BUILDING CONDITIONS PRIOR TO SUBMITTING THEIR BIDS TO INSURE THAT THE DOORS TO GENERAL CONTRACTOR FOR INSTALLATION. SEAT.
WORK REPRESENTED ON THE DRAWINGS AND IN THESE SPECIFICATIONS CAN BE INSTALLED AS INDICATED. NOTIFY THE 5. FURNISH STEEL PIPE SLEEVES WHERE PIPES PENETRATE RATED WALLS. PROVIDE FIRESTOPPING MATERIALS AND SYSTEM TO MAINTAIN THE REQUIRED RATING OF THE WALL
ARCH\TECT/ENG\NEER OF ANY MAJOR DISCREPANCIES. CONTRACTOR SHALL PERFORM ALL REQUIRED FIELD MEASUREMENTS PENETRATED. PROVIDE SHOP DRAWINGS SHOWING LISTING AND RATING OF FIRESTOPPING MATERIALS. ’ "SLOAN” MODEL ST-2059—A UNIVERSAL WATER CLOSET, "SLOAN”
PRIOR TO FABRICATING PIPING. COMPONENTS. AND DEVICES. FAILURE TO DUE SO SHALL RELIEVE THE 6. ALL MANUFACTURED EQUIPMENT, ACCESSORIES AND MATERIALS SHALL BE USED AS INTENDED BY THE MANUFACTURER IN STRICT ACCORDANCE WITH THE MANUFACTURER’S CWLAJSEERT 4 2 =127 - INT MODEL 8111 ELECTRONIC DUAL FLUSH VALVE (1.1/1.6 GPF) ADA
’ ’ ’ WRITTEN INSTALLATION, OPERATION AND MAINTENANCE INSTRUCTIONS.U COMPLIANT. "OLSONITE” MODEL 10CT OPEN FRONT SEAT.
ﬁE%LCHE‘;\ESCTT\N/ENSQDNNE[SF?@%WSNER FROM ANY ADDED COST CHANGES. NO EXTRAS WILL BE GIVEN DUE TO UNFAMILIARITY WITH 7. CONTRACTOR SHALL PROVIDE IN ADDITION TO ANY OTHER WARRANTIES SPECIFIED, A ONE YEAR FULL LABOR AND MATERIAL WARRANTY ON ALL WORKMANSHIP, MATERIAL AND ’
v EQUIPMENT FURNISHED FOR THIS PROJECT.
8. THE PLUMBING CONTRACTOR IS RESPONSIBLE FOR LOCATING ALL OPENINGS AND REQUIRED LINTELS NEEDED FOR THE GENERAL CONTRACTOR FOR THE INSTALLATION OF PLUMBING WALL HUNG , . IV , -
2. FURNISH ALL LABOR, MATERIALS, TOOLS, EQUIPMENT, FEES, PERMITS, CERTIFICATE OF INSPECTION, ETC. NECESSARY OR EQUIPMENT. HANDICAPPED | 2 1-1/2 3/4 - - SLOAN' MODEL SU-1009-A, SLOAN" MODEL 8186-1.0 LOW
REASONABLE. REQUIRED FOR THE COMPLETE INSTALLATION OF ALL PLUMBING WORK 9. SAWCUTS, LINTELS, HEADERS, AND STRUCTURAL MODIFICATIONS TO THE BUILDING STRUCTURE NEEDED FOR THE INSTALLATION OF MECHANICAL EQUIPMENT SHALL BE APPROVED BY URINAL CONSUMPTION (1.0 GPF). MOUNT PER ADA GUIDELINES.
’ ‘ THE GENERAL CONTRACTOR, BEFORE INSTALLATION.
10. IN GENERAL, OPENINGS AND REQUIRED LINTELS SHALL BE PROVIDED BY THE GENERAL CONTRACTOR. THE PLUMBING CONTRACTOR IS RESPONSIBLE FOR PROVIDING DETAILS AND JUST” #UOIF—ADA—1521—A—18GA, UNDERMOUNT. FAUCET "SLOAN”
5. WORK SHALL COMPLY WITH ALL FEDERAL, STATE, AND LOCAL CODES, LAWS, ACTS, ORDINANCES, REGULATIONS AND TEMPLATES OF ALL OPENINGS NECESSARY FOR MECHANICAL EQUIPMENT INSTALLATION INCLUDING: HOUSING, ACCESS DOORS, INSPECTION DOORS, AND PASSAGEWAYS FOR LAVATORY 2 =120 |12 |12 9" MODEL EBF—650 WITH MOTION SENSOR. SUPPLIES. & P—TRAP. 0.5
REQUIREMENTS OF AUTHORITIES HAVING JURISDICTION. MECHANICAL EQUIPMENT. THE PLUMBING CONTRACTOR IS RESPONSIBLE FOR SEALING CRACKS AND FINISHING ROUGH EDGES LEFT FOLLOWING MECHANICAL INSTALLATION. UL DA COMPLIANT ' ' »
11, APPROVAL EQUALS: PLUMBING ITEMS MANUFACTURED BY A COMPANY OTHER THAN THAT WHICH WAS SPECIFIED IN THE SCHEDULE MAY BE SUBSTITUDED BY APPROVED SHOP : '
4. THE COMPLETED INSTALLATION SHALL BE IN ACCORDANCE WITH ALL THE APPLICABLE INDUSTRY STANDARDS OF GOOD DRAWINGS CONTIGENT UPON MEETING THE DESIGN, APPEARANCE, AND FUNCTIONAL STANDARDS ESTABLISHED BY THE ORIGINALLY SPECIFIED ITEM(S). THE PLUMBING CONTRACTOR FLOOR . . . . .
PRACTICE, SAFETY, AND THE MANUFACTURERS STRICTEST RECOMMENDATIONS FOR EQUIPMENT AND PRODUCT APPLICATION SHALL BE RESPONSIBLE FOR VERIFYING DIMENSIONS, CLEARANCES, ASSEMBLY, FIT, ETC. OF THE APPROVED EQUAL(S), AND THEIR AFFECT ON OTHER EQUIPMENT FIT AND SINK 5 2 - - 3 JR.SMITHT #3100
AND INSTALLATION OPERATION. THE CONTRACTOR IS LIABLE FOR ANY ADDED COSTS TO HIMSELF OR OTHERS CAUSED BY THE APPROVED EQUALS.
‘ 12. PLUMBING CONTRACTOR SHALL COORDINATE SITE UTILITIES WITH ARCHITECT AND CIVIL ENGINEER. LOOR
FD 2" | 1=1/27 - - 2" " § -
5. THESE DRAWINGS ARE DIAGRAMMATIC ONLY. CONTRACTOR SHALL MAKE MODIFICATIONS INCLUDING OFFSETS, TURNS, AND 7o) DRAIN / R SMITH” #2005Y—(A) W/TRAP PRIMER
RE—-ROUTING REQUIRED TO COMPLETE THE INSTALLATION. DO NOT SCALE LOCATION OF EQUIPMENT OR PIPING.
15100 1 BALL VALVES SHALL BE CLASS 125 FOR WATER AND 200 FOR C.A. WITH ENDS AND MATERIALS TO MATCH PIPING SYSTEMS. TRAP ; PRECISION PLUMBING PRODUCTS P—2 (PRESSURE ~ ACTUATED) —
6. BEFORE COMMENCEMENT OF WORK, THE CONTRACTOR SHALL VERIFY EXACT LOCATIONS, ELEVATIONS AND CHARACTERISTICS 2. BALL VALVES 2” AND SMALLER SHALL HAVE BRONZE BODY, STAINLESS STEEL BALL, TEFLON SEATS, AND STUFFING BOX RING, LEVER HANDLE AND BALANCING STOPS, ENDS TO PRIMER - - 1/2 - - LOCATE IN WALL MOUNTED ~ACCESSIBLE BOX W/ COVER @
OF UTILITIES AND PIPING AND SHALL IMMEDIATELY NOTIFY THE ARCHITECT & ENGINEER OF ANY DISCREPANCIES. VALVES MATCH PIPING SYSTEM. 24 AR,
HOSE , , 34| - , MIFAB #MHY—206—K (INTEGRAL WITH VACUUM BREAKER)
7. COORDINATE ALL PLUMBING WORK, INCLUDING EQUIPMENT AND PIPING, WITH ~OTHER TRADES PRIOR TO WORK. 15140 1. FURNISH PIPE AND DUCT HANGERS, WHERE REQUIRED, FIRMLY SUPPORTED FORM BUILDING STEEL, CONCRETE OR MASONRY STRUCTURE. SUPPORT PIPING SYSTEMES SECURELY WHILE BIBB ENCASED TYPE NON—FREEZE
ALLOWING FOR PIPE AND BUILDING EXPANSION AND CONTRACTION. PROVIDE COPPER PLATED HANGERS, FOR COPPER PIPE. USE ADJUSTABLE CLEVIS HANGERS OR ADJUSTABLE TACO 007 BRONZE CONSTRUCTION- 17 CONNECTION: NON
8. CONTRACTOR TO VERIFY LOCATION OF ALL EXISTING EQUIPMENT SO THAT NO INTERFERENCES ARE ENCOUNTERED WITH SUPPORTS & ANCHORS STEEL BAND HANGERS. MAXIMUM SPACING SHALL BE 5 FOR 1/2” PIPING, 7" FOR 3/4” TO 1/4” PIPING, 9' FOR 1-1/2" TO 2" PIPING. FURNISH PLUMBING EQUIPMENT SUPPORTS RECIRC. _ _ N - METALLIC IMPELLER. ELECTRICAL CHARACTERISTICS:
OTHER EQUIPMENT OR WITH STRUCTURAL ELEMENTS. AS DETAILED OR AS REQUIRED TO SAFELY AND PERMANENTLY CARRY THE WEIGHT OF THE EQUIPMENT. PUMP 15V /601, 1/25 o 3950 REN '
9. THE GENERAL CONTRACTOR SHALL MAKE ALL ARRANGEMENTS WITH UTILITY COMPANIES FOR SERVICE, CONNECTIONS AND 15050 1. INSULATE ABOVE FLOOR WATER PIPING WITH ELASTOMERIC PLACTIC PERFORMED PIPE INSULATION WITHOUT JACKETING. ALL INSULATING MATERIALS TO HAVE FLAME SPREAD RATING BACKFLOW i B%TKEOW# 905%%8& @‘RTHEQAU‘F/?L'GARPEDFU‘%&PEEES%EENNPR[‘NN%PLE
METERS. OF 25 OR LESS AND SMOKE DEVELOPMENT RATING OF 50 OR LESS AS TESTED BY ANSI/ASTM E 84 (NFPA 233) METHOD. INSULATE ALL PIPING WITH SURFACE TEMPERATURES PREVENTER - - 2 - - QUATER TURN BALL VALVES AND STRAINER
PLUMBING INSULATION BELOW 75 DEGREE F WITH 1/2” INSULATION. INSULATE ALL PIPING WITH SURFACE TEMPERATURES 75 DEGREES F AND HIGHER WITH 17 THICK INSULATION. INSTALL MINIMUM 1”
10, ALL PLUMBING WORK IS TO RUN IN A NEAT AND PROFESSIONAL MANNER, WITH THE AESTHETICS OF THE FACILITY OF INSULATION ON ALL HOT WATER PIPING AND THE FIRST 8 OF COLD WATER PIPING AT THE TANK. JOINTS IN INSULATION SHALL BE GLUED, NOT TAPED. WHERE PIPES ARE EXPOSED DOUBLE CHECK BACKFLOW PREVENTION DEVICE
PARAMOUNT IMPORTANCE. ALL ROUGH—IN WORK TO BE HIDDEN WITHIN WALLS AND ABOVE CEILING UNLESS OTHERWISE AND LESS THAN 8 ABOVE FLOOR, PROVIDE HEAVY DUTY METAL JACKETING OVER INSULATION. INSULATE ABOVE FLOOR HORIZONTAL STORM PIPING WITH 17 FIBERGLASS PERFORMED BACKFLOW - - /2" | - - , . ’
NOTED. PIPE INSULATION WITH FACTORY APPLIED ALL PURPOSE COVER. PREVENTER WATTS™ #00/QT.
2. PROTECT PIPING SUBJECT TO FREEZING PER SECTION 313.6 OF THE 2009 NEW MEXICO UPC.
1. ALL WORK SHALL BE LOCATED TO AVOID CONFLICTS WITH OTHER TRADES. CLOSELY COORDINATE ALL WORK WITH ALL OTHER — BACKFLOW N _ | REDUCED PRESSURE BACKFLOW PREVENTION DEVICE,
TRADES. FAILURE OF THE CONTRACTOR TO COORDINATE WITH ALL OTHER TRADES SHALL RELIEVE THE 15411 1. ABOVE GRADE, WATER PIPING SHALL BE TYPE L COPPER ASTM B 75, ASTM B 88, ASTM 251, ASTM B 447 WITH WROUGHT COPPER SOLDER—JOINT FITTINGS ASME B 16. PREVENTER WATTS™ #55009QT. PROVIDE WITH AR GAP FITTING
ARCHITECT /ENGINEER /OWNER FROM ANY ADDED COSTS. 2. BELOW GRADE: WATER PIPING SHALL BE TYPE K COPPER WITH WROUGHT COPPER SOLDER—JOINT FITTINGS OR SCHEDULE 40 ANSI/ASTM A33,A120 OR A106 STEEL PIPE WITH CST AND DRAIN LINE TO NEAREST FLOOR SINK. (TYPICAL)
WATER DISTRIBUTION IRON THREADED FITTINGS FOR HEATING SYSTEM PIPING. SOLDER SHALL BE 9596—396 TIN—ANTIMONY ANSI/ASTM B 32 FOR HEATING SYSTEM PIPING. PROVIDE DIELECTRIC UNIONS AT
19 THE CONTRACTOR SHALL DO ALL NECESSARY CUTTING OF WALLS AND CEILING. PATCH AROUND ALL OPENINGS TO MATCH SYSTEM ALL PIPE MATERIAL CHANGES. THOROUGHLY FLUSH AND CLEAN ALL NEW AND EXISTING WATER PIPING SYSTEMS. TEST ALL PIPING SYSTEMS PER REGULATIONS IN ITEM NO.1 OR AT CREASE 500 GALLON GRAVITY GREASE INTERCEPTOR. REFER
: : 225 PSI FOR A MINIMUM OF 2 HOURS WITH NO PRESSURE DROP INDICATED PRIOR TO INSULATING. GT1 0 - - - -
EXISTING CONSTRUCTION. NO STRUCTURAL MEMBER SHALL BE CUT WITHOUT PERMISSION FROM THE ENGINEER. 3. ALL BURRED ENDS OF ALL (POTABLE WATER) PIPING AND TUBING SHALL BE REAMED TO THE FULL BORE OF THE PIPE OR TUBE AND ALL CHIPS SHALL BE REMOVED. TRAP 10 P8/PLL.
4. PROVIDE WATER HAMMER ARRESTORS ON WATER LINES WHITH 0.5 GPM OR WITH SELF—CLOSING FAUCETS THAT LIMIT DELIVERY TO A MAXIMUM OF 0.25 GALLONS OF HOT WATER CABINET MANUEACTURER PROVIDED SINK  AMERICAN
13.  THESE DRAWINGS ARE DIAGRAMMATIC ONLY. DO NOT SCALE LOCATIONS OF FIXTURES, EQUIPMENT, LINES, ETC. COORDINATE FOR NON—RECIRCULATING SYSTEMS, AND SHALL BE EQUIPPED WITH DEVICES THAT LIMIT THE OUTLET TEMPERATURE TO A MAXIMUM OF 110" FARENHEIT. HAND STANDARD FAUCET MODEL #4205.280, LOOP HANDLE.
ALL DOCUMENTS AS TO PROPER LOCATIONS OF ALL EQUIPMENT AND MATERIALS. 5. PROVIDE PRESSURE REDUCING VALVE IF WATER SERVICE PRESSURE EXCEEDS 80 PSI. PROVIDE BOOSTING SYSTEM IF PRESSURE IS BELOW 35 PSI. SINK 2" |1=1/20 |12 |12 ok HI—FLOW SPOUT AND METAL LOOP HANDLE, 0.5 GPM
6. ISOLATE ALL DISSIMILAR METALS WITH "EPCO” DIELECTRIC UNIONS, EXCEPT FOR BRASS OR BRONZE VALVES WITH STEEL PIPE.
14, EXACT LOCATION AND MOUNTING HEIGHTS OF PLUMBING FIXTURES NOT SPECIFIED IN THESE PLANS SHALL BE VERIFIED WITH 7. UNIONS SHALL BE PROVIDED AND INSTALLED AFTER EACH SCREW-—TYPE VALVE AND PRIOR TO EQUIPMENT CONNECTIONS. PROVIDE AND INSTALL ISOLATION UNIONS ON ALL PROFESSIONAL SEAL
CIRCLE K REPRESENTATIVE CONNECTIONS ISOLATION UNIONS ON ALL CONNECTIONS BETWEEN DISSIMILAR METALS. HAND
: 8. PROTECT THE POTABLE WATER SUPPLY AGAINST BACKFLOW AND SIPHONAGE FROM EQUIPMENT, FIXTURES, ETC., PROVIDING APPROVED BACKFLOW AND ANTI—SIPHON DEVICES AS SINK 2 |-/ . . 9 CABINET MANUFACTURER PROVIDED SINK
REQUIRED BY THE HEALTH DEPARTMENT AND LOCAL CODES.
15. CONTRACTOR SHALL VERIFY INVERT ELEVATIONS OF SEWERS TO WHICH NEW WASTE LINES ARE TO BE CONNECTED BEFORE 9. BEFORE ANY USE OF SYSTEM IS MADE FOR DOMESTIC PURPOSES, PIPING SYSTEM SHALL BE STERILIZED BY SLOWLY FILLING WITH WATER TO WHICH A STERILIZING AGENT HAS BEEN
MAKING UP OR INSTALLATION OF NEW WASTE SYSTEM. APPLIED AT A RATE GIVING 50 PPM OF CHLORINE, GIVING 50 PPM OF CHLORINE, AS DETERMINED BY RESIDUAL CHLORINE TEST AT EXTREMITIES OF THE LINE. AFTER LINES HAVE HAND SINK HAND SINK PROVIDED BY CABINET MANUFACTURER. FAUCET —
BEEN FILLED FOR A PERIOD THE OF THREE (3) HOURS, TESTS FOR RESIDUAL CHLORINE SHALL SHOW NOT LESS THAN 50 PPM. IF LESS THAN 50 PPM IS INDICATED, DRAIN OR FAUCET _ _ 2 |12 _ "SLOAN” MODEL EBF-650 WITH MOTION SENSOR, SUPPLIES, &
16. NO PIPING OR EQUIPMENT SHALL BE INSTALLED ABOVE ELECTRICAL EQUIPMENT OR INSTALLED IN ELECTRICAL ROOMS. FLUSH OUT THE LINE AND REPEAT STERILIZATION TREATMENT UNTIL TEST INDICATE AT LEASE 50 PPM OF RESIDUAL CHLORINE AFTER THREE (3) HOURS, THE LINES SHALL BE (MOTION SENSOR) P—TRAP, 0.5 GPM, ADA COMPLIANT
FLUSHED OUT UNTIL ALL TRACES OF CHEMICAL HAVE BEEN REMOVED.
17. ALL VALVES, UNIONS, ETC. SHALL BE SAME SIZE AS LINE SIZE UNLESS OTHERWISE INDICATED ON DRAWINGS. DRINK B B 1/2" B B SEE SHEET A7 FOR ADDITIONAL
1. WITHIN BUILDING, SCHEDULE 40 PVC, DWV TYPE PIPE AND SOLVENT WELDED PIPE FITTINGS, SCHEDULE 30 PVC PIPE MAY BE USED FOR VENT PIPING WHERE PERMITTED BY CODE. DISPENSER INFORMATION
18, SEE ARCHITECTURAL DRAWINGS FOR HANDICAP EIXTURE LOCATIONS AND MOUNTING HEIGHTS. INSTALL ALL EXPOSED HOT 15420 HORIZONTAL PIPE SHALL BE SUPPORTED BY ADJUSTABLE RING HANGERS EQUAL TO ITT—GRINNEL FIG. 97. VERTICAL PIPING SHALL BE SUPPORTED AT EACH FLOOR OR ATTIC LEVEL '
: oo ! BY RISER.
WATER AND DRAIN PIPING BELOW HANDICAP LAVATORIES AND SINKS WITH ARMSTRONG “ARMOFLEX” OR EQUAL. DRAINAGE & VENT 2. ALL PLUMBING FIXTURE VENTS SHALL TERMINATE NOT LESS THAN TEN FEET FROM OR AT LEAST THREE FEET ABOVE ANY WINDOW, DOOR OPENING, ICE , _ 127 | - _ SEE SHEET A7 FOR ADDITIONAL ‘aned 02/12/15
SYSTEMS 3. AR INTAKE OR VENT SHAFT, NOR LESS THAN EIGHT FEET FROM ANY VERTICAL SURFACE.3. MAKER INFORMATION. signe /12/
19. THE GENERAL CONTRACTOR SHALL PROVIDE ALL FAUCETS, TRAPS, STOPS, GATE VALVES, GAS COCKS, WATER HAMMER 4. ALL PIPING DISCHARGING INTO FLOOR—SINKS SHALL HAVE A MINIMUM OF 17 AIR GAP OR AS REQUIRED BY THE 2009 NEW MEXICO UNIFORM PLUMBING CODE.
ARRESTORS, CLEANOUT COVERS AND INDIRECT WASTE UNLESS OTHERWISE NOTED ON PLANS. 5. ALL CLEANOUTS SHALL BE INSTALLED WHERE READILY ACCESSIBLE. THE CONTRACTOR SHALL COORDINATE ALL CLEANOUT LOCATIONS WITH EQUIPMENT, CABINETS, ETC. AND THE FROZEN , SFE SHEET A7 FOR ADDITIONAL
ARCHITECT PRIOR TO ANY INSTALLATION. ALL REQUIRED CLEANOUTS SHALL BE INSTALLED PER SECTION 707 OF THE 2009 NEW MEXICO UPC. BEVERAGE - - 1/2 - - NEORVATION PROFESSIONAL IN CHARGE
. . DISPENSER ~
20. WASTE AND SOIL PIPING SHALL BE SLOPED AT 1/4” PER FOOT UNLESS OTHERWISE NOTED ON PLANS. 6 5@&? VENT SHALL RISE VERTICALLY TO A POINT NOT LESS THAT (6) INCHES IN HEIGHT ABOVE THE FLOOD LEVEL RIM OF THE FIXTURE BEFORE BEING CONNECTED TO ANY OTHER ERIC WOLF
7. INDIRECT AND CONDENSATE DRAIN PIPING SHALL BE COPPER, TYPE "M” WITH 95—5 TIN/ANTIMONY JOINT FITTINGS. COFFEE - - /27| - - Nort i TR ADBITIONAL PROJECT MANAGER
21. DO NOT SUSPEND ANY PIPING, ACCESSORIES, OR ANY OTHER ITEMS FROM 2X JOIST IN PANELIZED ROOF SYSTEM OR THE 8. INSULATE CONDENSATE DRAIN LINES BELOW ROOF FROM A/C EQUIPMENT WITH 1/2” MINIMUM UNICELLULAR FOAM TO PREVENT CONDENSATE DRIP. BREWER ' ALEX ADAIR
PLYWOOD ROOF DECK ITSELF. ALL SUPPORTS SHALL CONFORM TO TRUSS MANUFACTURERS RECOMMENDATIONS. 9. AS PER SECTION 710.1 OF THE 2009 NEW MEXICO UPC, PROVIDE BACKWATER VALVE ON ALL BUILDING DRAINS WHICH SERVE PLUMBING FIXTURES WITH FLOOD LEVEL RIM ELEVATIONS
BELOW THE PUBLIC UPSTREAM MANHOLE RIM ELEVATIONS. CLEANOUTS FOR DRAINS THAT PASS THROUGH A BACKWATER VALVE SHALL BE CLEARLY IDENTIFIED WITH PERMANENT CAPPUCINO B B |- B SEE SHEET A7 FOR ADDITIONAL QUALITY CONTROL
22. THE CONTRACTOR SHALL RECORD ON AS—BUILT DRAWINGS ALL SIZES, LOCATIONS, AND MATERIALS OF EXISTING PIPING LABEL STATING "BACKWATER VALVE DOWNSTREAM”. MAKER INFORMATION. ERIC WOLF
ENCOUNTERED DURING EXCAVATION AND NEW PIPING INSTALLED. DRAWN BY
53 SUBMIT ACCURATE "AS—BUILT" DRAWINGS TO OWNER UPON PROJECT COMPLETION. 1. PROVIDE AIR CHAMBERS AT EACH FIXTURE CONNECTION. AIR CHAMBERS SHALL BE ONE SIZE LARGER THAN SUPPLY PIPE AND SHALL BE 12" LONG. WHERE REQUIRED BY PLUMBING 129 —LOWP 2" -1 | - - ND, | SUPERIOR PRODUCTS, 14 IN. DEEP SCULLERY SINK 90 IN. L, ALEX ADAR
15440 CODE, FURNISH AND INSTALL MANUFACTURED WATER HAMMER ARRESTORS. SINK 2-18 IN. DRAINBOARDS, 3 TUBS (18 IN. X 18 IN.), ITEM #81253;
D4 PROVIDE A READY—TO—USE SYSTEM WITH ALL WORK GUARANTEED IN WRITING AGAINST DEFECTIVE WORKMANSHIE AND LUbBING EiXTUREs 2. PLUMBING FIXTURES SHALL BE INSTALLED WHERE SHOWN ON THE ARCHITECTURAL DRAWINGS. INSTALL FIXTURES LEVEL AND PLUMB. FURNISH TRAPS WHERE REQUIRED. FIXTURES
: —10= SHALL BE EASILY REMOVABLE FOR SERVICE AND CLEANING.
MATERIALS FOR A PERIOD OF ONE YEAR MINIMUM FROM OWNER OCCUPANCY UNLESS ARCHITECT SPECIFIES A LONGER 3. PROVIDE CHROME PLATED RIGID OR FLEXIBLE SUPPLIES TO FIXTURES WITH STOP VALVES, CHROME PLATED 17 GAUGE BRASS TRAPS WITH CHROME PLATED ESCUTCHEONS. WALL- FAUCET WALL MOUNTED FAUCET BASED ONLY W/ 8 IN. CENTERS, PROJECT NAME
WARRANTY TERM. 4. SEAL ALL FIXTURES TO WALL AND FLOOR USING SILICONE SEALANT. MATCH SEALANT COLOR TO FIXTURE COLOR. o g%%? _ _ s/ | 3| - SUPERIOR PRODUCTS ITEM #804093; FAUCET SWING NOZZLE ONLY
5. FIXTURES DESIGNATED BARRIER FREE SHALL BE INSTALLED IN COMPLIANCE WITH AMERICAN'S WITH DISABILITIES ACT. S 12 IN., [TEM #809552. CIRcLE K
25. FINISHED SURFACES ARE TO BE PATCHED AND FINISHED TO MATCH EXISTING SURFACES WHEN ROUGH-—=IN PIPING AND 6. ALL CLEANOUT COVERS TO BE STAINLESS STEEL.
FIXTURES ARE REMOVED AND/OR RELOCATED 7. CLEANOUTS SHALL BE MANUFACTURED BY J.R. SMITH, OR ZURN, AS FOLLOWS: FAUCET
‘ A FINISHED ROOM FLOORS:  JR. SMITH 4163 W/ N.B. TOP GASKETED WATERTIGHT COVER. STORES, INc_
26. UPON COMPLETION OF JOB, THE CONTRACTOR SHALL INSPECT ALL EXPOSED PORTIONS OF THE PLUMBING INSTALLATION AND o VALLS: o R SVITHEA592 WITH BRONZE PLUG AND CHROME PLATED COVER. 130 e - - - - | ARS 9437-10
COMPLETELY REMOVE ALL EXPOSED LABELS, SOILS, MARKINGS, AND FOREIGN MATERIAL EXCEPT PRODUCT LABELS AND €. YARD AND PARKING LOT:J.R. SMITH 4253 CAST IRON SURFACE LEVEL CLEANOUT.
THOSE REQUIRED BY LAW. 8. LAVATORY FAUCETS AND SINKS (NOT INCLUDING SERVICE SINK FAUCETS) SHALL MEET THE FLOW REQUIREMENTS OUTLINED IN THE APPLIANCE EFFICIENCY STANDARDS. LAMBERTSON LBS=1906=L1=1 11 1/2°W X 16 1/2°L X 7" DEEP
9. LAVATORIES IN REST ROOMS OF PUBLIC FACILITIES SHALL BE EQUIPPED WITH OUTLET DEVICES THAT LIMIT THE FLOW OF HOT WATER TO A MAXIMUM OF CONFORMING TO PLUMBING 133 HAND IND 9" 12 12 IND HAND SINK  JS—47—TGSA. FAUCET. J—35 ADA DRAN SYSTEM AND
"Bp|— " SINK ' ' ’ ’
27. SUBMIT SIX COPIES OF SHOP DRAWINGS AND MATERIAL DATA SUBMITTALS TO THE CIRCLE K PROJECT ENGINEER, IF o QTE HD§$EN§\%ES ‘$§T‘CT5NT$A\SNTAVNA[>CAUFEJDM EF;F%‘EA&/ERéO;ERLASTEECSTT\OENDg‘OOSN oAFN?HéSz%gNUNFEAWCTMUEQ%OBEPJCR' SMITH, ZURN., OR PPP INC. VACUUM BREAKER, 0.5 GPM ALBUQUERQUE
REQUESTED, FOR APPROVAL BEFORE INSTALLATION. NO SUBSTITUTIONS SHALL BE ALLOWED WITHOUT PRIOR APPROVAL BY 1. INSTALL TRAP PRIMERS TO ALL FLOOR DRAINS AND ANY OTHER LOCATION WHERE A TRAP SEAL IS SUBJECT TO LOSS BY EVAPORATION IN ACCORDANCE WITH SECTION 1007.0 OF MOP . . . . . "FIAT IMSB 2424 W/ #830-AA, #830—AA AND #1453—BB
THE ENCINEER, THE 2009 NEW MEXICO UPC. 10 SINK 52 S/ |3/ 12| pROVIDE FAUCET WITH VACUUM BREAKER ' NEW MEXICO
12. NOTICE THE FOLLOWING TYPES OF TRAPS ARE PROHIBITED: 1) TRAPS THAT DEPEND ON MOVING PARTS TO MAINTAIN THE SEA; 2) BELL TRAPS: 3) CROWN VENTED TRAPS: 4) TRAPS
28. ALL LINES UNDERGROUND SHALL BE LOCATED AWAY FROM BEARING FOOTINGS OR AS INSTRUCTED UNDER STRUCTURAL NOT INTEGRAL WITH A FIXTURE AND THAT DEPEND ON INTERIOR PARTITIONS FOR THE SEAL, EXCEPT THOSE TRAPS CONSTRUCTED OF AN APPROVED MATERIAL THAT IS RESISTANT TO
ENGINEERED DRAWINGS. CORROSION AND DEGRADATION. TRAP GUARD AS MANUFACTURED BY PRO—SET SYSTEMS OR SIMILAR PRODUCTS ARE NOT CURRENTLY APPROVED. 115 WATER B B 147 -1 /4| - AO SMITH DEN=52, 50 GAL STORAGE. ELECTRICAL CHARACTERISTICS.:
13. INSTALL WATER HEATERS PER CH.5 OF THE 2009 NEW MEXICO UPC. A FULL—OPEN VALVE IS REQUIRED ON THE WATER SUPPLY PIPE TO EVERY WATER HEATER. AN EXPANSION HEATER 4.5 KW, 208V, 1PH. OPER. WEIGHT: 131 LBS. DIMENSION: 55 Hx21°¢. 4400 COORS BLVD. SW
TANK OR VALVE IS REQUIRED TO CONTROL INCREASED PRESSURE DUE TO THERMAL EXPANSION. A PAN BELOW THE WATER HEATER IS REQUIRED WHEN NECESSARY TO MINIMIZE
» DAMAGE TO STRUCTURE INTERIORS. BOTTOM FED STORAGE TANKS MUST BE EQUIPPED WITH A VACUUM RELIEF VALVE. IF THE DISCHARGE PIPING MUST BE FIRST PIPED TO AN ALBUQUERQUE, NM 87121
PLUMING SYMBOL ||_|8-||- INDIRECT WASTE RECEPTOR THROUGH AN AIR GAP LOCATED IN THE CONDITIONED AREA. GROUND MIFAB #MHY—601 (INTEGRAL WITH VACUUM BREAKER) SELF—DRAINING
14. INSTALL WATER HEATER AND CONDENSATE DRAINS INDIRECT TO WASTE PER SEC. 801.4 OF THE 2009 NEW MEXICO UPC AND PER SECTION 310.0 OF THE 2009 NEW MEXICO UMC. - - 3/ - - GROUND HYDRANT 1° BURY DEPTH WITH BRONZE LOCK COVER
SYMBOL DESCRIPTION SYMBOL DESCRIPTION 15. INSTALL CONTROL VALVES TO ALL APPLIANCES PER SECTION 605.0 OF THE 2009 NEW MEXICO UPC. THIS INCLUDES HOSS BIBBS. HYDRANT
SOIL WASTE LINE (W) —I>J— | SHUT OFF VALVE (GATE)
—_—— VENT LINE (V) —f —F— | CHECK VALVE
—_— — COLD WATER (QW) —|F—— | UNION
—— - HOT WATER (H.W.) Hv}i LUBRICATED PLUG VALVE
— s — HOT WATER RETURN — 1 | HOSE BIBB (H.B.)
— TW— TEMPERED WATER 4@ BRANCH RISE OFF MAIN
—D— DRAIN LINE & S.C.0. SURFACE CLEANOQUT
F=——F BUILDING SEWER & F.C.O. FLOOR CLEANQUT
@ FLOOR DRAIN (F.Dy) —{>e}— | GLOBE VALVE
B4 FLOOR SINK (F.S.) —O+— | BALL VALVE CIRCLE K STORES INC.
(® ROOF DRAIN (R.D.) —R.D.L.— | ROOF DRAIN LEADER l?‘)l{ ];l]) ‘)N] ‘7
@ OVER FLOW DRAIN —0O.D.L.— | OVERFLOW DRAIN LEADER 4
- |
— wco WALL CLEANOUT —CD—— | CONDENSATE DRAIN LINE . PROJECT NUMBER
§ POINT OF CONNECTION —ICW— | INDUSTRIAL COLD WATER g 20]3079]
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