
151'-5"X 43'

(DS10)

CW-1

(2) 2" UNDERGROUND CONDUIT FOR NEW CARWASH SERVICE. PANEL CW

NEW 400/400A DISCONNECT

ALL EXTERIOR DEVICES TO BE WEATHERPROOF.

PROVIDE ALL EMPTY CONDUITS WITH PULL STRING AND CAP AT BOTH ENDS.

ALL WIRING OUTSIDE SHALL BE A MINIMUM OF #10 COPPER WITH TYPE 'XHHW-2'

INSULATION. FOR UNDERGROUND CIRCUITS RUN IN P.V.C., PROVIDE A #10 COPPER BOND IN

ADDITION TO CIRCUIT CONDUCTORS.

GENERAL NOTES

KEY NOTES
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J-BOX FOR CARWASH PAYMENT AND ENTRY BOX

PROPOSED LOCATION FOR NEW PANEL CW

19000 MacArthur Blvd., Suite 250

Irvine, CA  92612

t: 949 296 0450  f: 949 296 0437

CIRCLE K
STORES, INC.
CAR WASH
COLORADO SPRINGS
COLORADO

E. FOUNTAIN BLVD &
ACADEMY PARK LOOP

SEAL ALL CONDUIT PENETRATING THE BUILDING WALLS

(1) 1" UNDERGROUND CONDUIT FOR NEW CARWASH SING
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